
Time and temperature are joint components for many applications. Cooper- Atkins’ timers are popular because of their large, easy-to-read displays. Our digital timers feature an adjustable volume 
control, stopwatch capabilities, wall or magnet mounting, non-skid rubber feet and grease-resistant keypads. Recall settings help save time in the kitchen.TIMERS

u LARGE, EASY READ DISPLAY
u	ADJUSTABLE VOLUME CONTROL
u	MEMORY RECALL  FEATURE

DTT361-01 FT24 TC6 TFS4 TM60 TS100 TW3

Cook N Cool 
Thermo-Timer

Large 
Single-Station 

Timer

Six-Button 
Timer

Multi-Station 
Timer

Long Ring 
Mechanical 

Timer

Timer/
Stopwatch

Large Digit 
Multi-Function 

Timer

Unit Range:
-25° to 392°F

(-310° to 200°C)
23:59:59 Hours

23:59:59 
Hours 23:59:59 Hours 99 Hours

59 Minutes
0 to 60 
Minutes

99 Minutes
59 Seconds

99 Minutes
59 Seconds

Resolution: 1 second 1 second 1 second Hours/Minutes
Minutes/Seconds 1 minute 1 second 1 second

Power Source: (3) 1.5V AAA (4) 1.5V “C” 1.5V AAA
(4) 1.5V “C”

9374 AC Adapter
(optional)

Wind up 1.5V LR44 1.5V LR44

Memory / Recall: Yes Yes Yes Yes - Yes Yes

Modes:
Clock, Timer, 

Preset 
Temperature

- Counts
up/down

Counts 
up/down

Counts 
down Counts up

Counts down, 
counts up 

after set time is 
reached

Alarm Level 
(Decibel): 80 decibels 90 decibels 85 decibels 90 decibels 70 decibels 70 decibels 70 decibels

Housing: ABS Plastic ABS Plastic ABS Plastic ABS Plastic Stainless Steel ABS Plastic ABS Plastic

LCD Dimensions: 2.25” x 1.5”
(57 mm x 38 mm)

0.875” x 2.25”
(22 mm x 54 mm)

0.625” x 1.625”
(16 mm x 41 

mm)

3” x 3”
(76 mm x 76 mm) - -

1.5” x 2.5”
(38 mm x 76 

mm)

Weight: 7 oz (198 g) 1 lb 3 oz (539 g) 2 oz (57 g) 1 lb 6 oz (523 g) 4 oz (113 g) 1 oz (28 g) 3 oz (85 g)

Regulatory Listings: -

Warranty: 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year 1 Year

Wire hanger is perfect for 
mounting on coffee urns 
and air pots.

FT24 Timer
With volume control and 
a flashing red light when 
alarm goes off

• Programmable time and 
temperature alarms

• Set a “High” alarm when 
monitoring the cooking 
process

• Set a “Low” alarm for 
monitoring the cooling 
process

• Replacement Probe 
(#9406) is available
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